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PROPRIETARY AND CONFIDENTIAL.
ALL DIMENSIONS HAVE A +/- 1/32" TOLERANCE UNLESS OTHERWISE SPECIFIED. WE DO NOT RECOMMEND DRILLING OR
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.............. 1X DP3/2

2X 1/2" No. 6 Flat head

wood screw
(A) Length (B) C.T.C. HOLES
DP3A/2 3" on 2
DP3B/2 4 30 o HARDWARE REQUIREMENTS (NOT INCLUDED)
DP3C/2 6" 5" 2 ey L 2X No. 8 Pan head
wood screw
DP3D/2 8" 3" 3
(A) (oL
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(B) ———= 3/32" 4 —
FRONT VIEW RIGHT VIEW

1 d SURFACE MOUNT

Determine the position and location of the part on the work
surface. Center the part on top of the front drawer panel.

2a

1 /2 " No. 6 f
Flat head

Wood screw

Secure with (2) 1/2" No. 6 flat head wood screws.
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1 b FLUSH MOUNT 2 b

Front
GV Drawer
Panel

3/32"
1/2" No. 6

Flat head
Wood screw
Determine the position and location of the part in the work
surface. Rout the top of the front drawer panel. (See page 1 Install the part flushed into the routed surface. Secure with
chart for length.) (2) 1/2" No. 6 flat head wood screws.
1 C rront surrace mount 2 C
No. 8
Pan head
1/2" wood screw
MIN. (Not included)

Center the part on the top front drawer panel and secure with
(2) No. 8 pan head wood screws. (Note: Flat head screws
included with part is not recommended for this option. Use

Determine the position and location of the part on the work appropriate screw length depending on the drawer panel
surface. thickness.)
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