
· 5 ft. cord length.

· USB-A and USB-C ports are for charging use only.

· Recommended table thickness should be 1/2" [12.50mm]

MIN. to 2-3/4" [70.00mm] MAX.

· Wireless charging output is 15W MAX.

· Minimum clearance required is 10" [254.00mm] under the

work surface.

· Mobile device must be equipped with a wireless charging

receiver (wireless charging accessories not included). Check

mobile manufacturer for compatibility.

    .  .  .  .  .  .  .  .  .  . 2X Thumb Screw

  .  .  .  .  .  .  .  .  . 1X Mounting Clamp
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11-13/32"

[290.00mm]

· For indoor use only.

· Not recommended for use on  wet surfaces.

· If any malfunction occurs, do not attempt to disassemble or

repair.

· Allow enough clearance for part operation.

· Avoid liquid spills into outlet.

· Do not insert foreign objects into the socket.

· Avoid placing the unit in a high temperature environment or

near fire.

· Metal objects, bank cards, digital IC cards should not be

placed between the charger and the phone to avoid damage.

Guide the power cord through the cutout. Install the unit into

the cutout and make sure it is fully leveled onto the work

surface.
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Determine the position and location of the unit on the work

surface. Make a cutout in the desired location on your work

surface. Place and allow enough clearance for unit operation.

DO NOT place unit where the cables are strained or trapped.
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Place the mounting bracket at the bottom of the unit. Align

the groove on the bracket to the track on the bottom of the

PCS134A.

Secure the unit by tightening the (2) thumb screws into the

mounting bracket. Plug the unit into a nearby outlet and unit

is ready for use.

Position mobile device on the center of the charging area.

The charging icon will activate on the device screen when

properly aligned at the center of the charging area.

Tilt one side of the mounting bracket up until it snaps into

the track. Once attached, snap the other side in place.
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Wireless Charging
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Slide the open/close tab to expose or hide the power outlets

and USBA+C ports.

OPENED

CLOSED

Open/Close

Tab

SIDE VIEW

Mounting

Bracket
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