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Align the (2) mounting bracket to the desired key

slots to the T-studs on both sides under the unit.

............................1X PCS90/U1HW

8-3/8"

Determine the position and location of the unit on

the work surface. Make a 8-3/8" X 4-3/4"

cutout. Place and allow enough clearance for unit

operation. DO NOT place unit where cable is

strained or trapped.

1

3/4" MIN. to

1-1/2" MAX.

Table thickness

1-1/4" MIN. to

2" MAX.

Table thickness

3

Guide the power cord through the cutout. Install

the unit into the cutout and make sure it is fully

leveled onto the surface.

8-3/8" X

4-3/4"

CUT OUT

3-5/16"

2

4-3/4"

Mounting

bracket

Determine the table thickness of the work

surface. Use the appropriate key slots on the

mounting bracket.

..............................................4X 2"

10 -32 thread

Thumbscrew

Install and tighten the (2) 10 -32 thread

thumbscrews on the mounting bracket on both

sides until unit is secure. Connect the hardwires

(Hardwire connection must comply with local

electrical codes.) and unit is ready for use.

........................2X Mounting Bracket

5

NOTE:

· 6 ft. conduit cord.

· USB ports are for charging use only.

· Table thickness 3/4" MIN. to 2" MAX. (See Step 2 for details.)

· Unit must be installed by a professional electrician.

· Installation must comply with local electrical code.

Key slot

T-stud
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