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Determine the position and location of the part on the work

surface. Mark the mounting positions for the mounting

hardware.
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2-7/8"

 [73.00mm]

22-1/2" [571.50mm]

1/4" [6.00mm]

22-13/32" [569.50mm]

1-15/16" C.T.C.

 [49.50mm]

1-15/16" C.T.C.

 [49.50mm]

15" C.T.C. [381.00mm]

4X

11/32" X 3/16" OVAL HOLE

[9.00mm X 4.50mm]

Drill

(Not Included)

15" C.T.C.

[381.00mm]

Drill 3/16" diameter pilot holes for drywall installation or

3/32" diameter pilot holes for wood installation. (Note:

Repeat Step as needed.)

1-15/16" C.T.C.

 [49.50mm]
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Pilot

Hole

Install the (2) plastic anchors into the pilot holes. (Note: Skip

this step for wood installation. Repeat Step as needed.)

Plastic

Anchor

(For drywall

use only)
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Position the mounting bracket so it aligns with either the

pre-drilled pilot holes or the installed plastic anchors. Then,

use (2) 1-3/16" No. 6 flat head wood screws to secure it.

Make sure the mounting bracket is level onto the work

surface. (Note: Repeat Step for other side.)

4

5

Hex Key

M5 X 0.8 Set Screw

RCK76B

Mounting

Bracket

1-3/16" No. 6

Flat Head Wood Screw
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To secure the RCK76B, locate the M5 X 0.8 set screws on

the underside and tighten it. (Note: Repeat Step for other

side.)

Install the RCK76B onto the mounting brackets, making sure

it is level and aligned.
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